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BOOK 5586

T. 33 N., R. 26 E., Glla and Salt River Meridian, Arizona

CHAINS

The following field notes describe the survey of the east am
north boundaries, and the subdivisional lines, Township 33 Rorth,
Range 26 East, Gila and Salt River Meridian, Arizona.

The Eighth Standard Parallel North, (south boundary), was
surveyed by Leonard R. Sandoval in 1990. The west bourdary of
the township was surveyed by Leonard R. Sandoval in 1998-99,
concurrently under this same group.

The survey was executed in accordance with the specifications as
set forth in the Manual of Instructions for the Survey of the
Public Lands of the United States, 1973, and the Special
Instructions dated February 17, 1998, for Group No. 822, Arizona.

The directions of all lines were determined, and most distances
measured by the technique of differential positioning using
Trimble Navigation 4400 and 4700 Series Global Positioning System
recelvers utilizing Real-Time Kinematic techniques. A Sokkia
SET2BII total station Iinstrument was used for some corner moves.

The geographic position of the scutheast corner of the township
was determined by the technique of differential positioning using
the Trimble Navigation 4400 Series Global Positioning System.
First order National Geodetic Survey triangulation stations
"BFAUTTFUL 1951" and "LOHALT 1951" were used as control stations.
The geographic position is as follows:

Lat.: 36°12'56.215" N. Lohng.: 109°29715.877" W. NAD83(1992)

The mean magnetic declination is 12 1/4° E.

Form %600-10a (November 1987) USDI-BLM FIELD NQTE PAPER
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Survey of the East Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
Beginning at the stan. cor. of Tps. 33 N., Rs. 26 and 27 E.,
monumented with a brass tablet, 3 1/4 ins. diam., set flush with
surface of sandstone bedrock, cemented in place, with top mkd. SC
T33N R26E R27E S31 836 1990,
Add the marks 1998 to the brass tablet.
From this cor. point, a rebar, 5/8 in. diam., set flush with the-
surface of the ground, bears N. 48°03' W., 13.685 chs. dist.,
with aluminum cap mkd. NAVAJO LAND DEVELOPMENT 36€.13 109.29 BLM
GP715 EC20 1990,
North, bet. secs. 31 and 36.
Over reclling and broken land.
35.60Q 8. rim of a canyon, bears E. arkl W.; thence descend into the
canyon.
40.00 Point for the 1/4 sec. cor. of secs. 31 and 36.
Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T33N
R26E R2ZT7E
1/4
S36 | 831
1999
Deposit a magnet in a 1 X 1 X 2 ins. white colored plastic caée
in the drill hole beneath the brass tablet.
Cor. 1s located near the bottom of a canyon; thence ascend out of
canyon.
57.80 N. rim of a canyon, atop sandstone ledge; thence over rolling
land.
80.00 Point for the cor. of secs. 25, 30, 31, and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the East Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

23.85

40.00

71.80

73.23

80.00

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. is located 1.44 chs. S. of a harbed wire fence, 5 strands,
bears SE and NW.

Land, rolling and broken.

Soil, sandy and rocky clay with sandstone outcrops.

Timber, pifion, juniper arkl Gambel’s ocak; undergrowth, scattered
brush arkl native grasses.

Korth, bet. secs. 25 and 30.

Over rolling land.

Trall road, bears E, and W.

Point for the 1/4 sec. cor. of secs. 25 amd 30.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N
R26E R27E
1/4
525 | 830
1999

Deposit a magnet ina 1 ®x 1 x 2 ins. white colored plastlc case
heneath the stainless steel post.

Trail road, bears E. and W.
Barbed wire fence, 5 stramnds, bears ESE and WNW.
Point for the cor. of secs. 19, 24, 25, and 30,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33R

1999

Deposit a magnet in a 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the East Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

40.00

80.00

Land, rolling.

Soil, sandy clay.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

| Noerth, bet. secs. 19 and 24.
Over rolling land.
Point for the 1/4 sec. cor. of secs. 19 and 24.

Set a brass tablet, 3 1/4 ins. dlam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T33N
R26E R27E
1/4
s24 | s19
1999

Deposit a magnet in a 1 x 1 ¥ 2 ins. white colored plastic case
in the drill hole bkeneath the brass tablet.

From this cor. point, a rebar, 5/8 in. diam., set flush in
sandstone bedrock, bears N. 67°06’ W., 8.115 chs. dist., with
aluminum cap mkd. NAVAJO LAND DEVELOPMENT 36.15 109.29.

Point for the cor. of secs. 13, 18, 19, and 24.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

TI3N

1993

Deposit a magnet ina 1 ¥ 1 X 2 ins. white colored plastic case
in the drill hole bhensath the brass tablet.

Cor. is located on W. rim of a narrow canyon, bears SSE and NNW.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the East Boundary,
T. 33 N., R. 26 E., Glla and Salt River Meridian, Arizona

2586

CHAINS

33.00

38.30

40.00

47.25

65.60

80.00

Land, relling.

Soll, sandy and rocky clay with sandstone outcrops.

Timber, pifion, juniper and Gambel’s oak; undergrowth, scattered
brush and native grasses.

Horth, bet. secs. 13 and 18.
Over rugged and broken land along a narrow canyon.

S. rim of Sheep Dip Canyon, atop high sandstone cliff, bears SE
and ¥W; thence descend abruptly inte Sheep Dip Canyon.

Sheep Dip Creek, a wash, 20 ft. wide, 4 £t. deep, drains WNW in
curve to right.

Point for the 1/4 sec. cor. of secs. 13 and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
26 ins. in the ground, with brass cap mkd.

T33N
R26E R27E
1/4
513 | s18
1999

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. is located at the hottom of Sheep Dip Canyon, 75 lks. E. of
Sheep Dip Creek, a wash, 20 ft. wide, 4 ft. deep, drains N.

Thence ascend abruptly out of Sheep Dip Canyon.

N. rim of Sheep Dip Canyon, atop high sandstone cliff, bears E.
and W.; thence over rugged and broken land across narrow canyon
draining into Sheep Dip Canyon.

thence over rolling land.

Point for the cor. of secs. 7, 12, 13, and 18.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

NW rim of a narrow canyon, atop sandstone ledge, bears NE and SW;

Form 9600-10a (November 1587) USDI-BLM

FIELD NOTE PAPER



8 BOOK 5586

Survey of the East Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

i8.70

40.00

61.35

80.00

T33N

1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case -
in the drill hole bheneath the brass tablet.

Land, rugged and broken to rolling.

Soil, sandy and rocky clay with sandstone outcrops.

Timber, scattered pifion, juniper amnd Gambel’s ocak; urklergrowth,
scattered brush and native grasses.

North, bet. secs., 7 and 12.

Over rolling land.

Trail road, bears ESE and WNW.

Point for the 1/4 sec. cor. of secs. 7 and 12.

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
26 ins. in the ground, with brass cap mkd.

T33N
R26E RR27E
1/4
512 | § 7
1998

from which

A juniper, 7 ins. diam., bears N. 30 1/2° W., 77 1/2 lks.
dist., mkd. 1/4 S12 BT.

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
berieath the stalnless steel post.

Trall road, bears SE and NW.
Point for the cor. of secs. 1, &, 7, and 12.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

Form 9600-10a {Navember 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the East Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

5586

CHAINS

16.90

24.50

33.40

40.00

80.00

T33N
R26E | R2TE

51:856

812 | 57
1998

from which

The marks X B0, chiseled on samdstone bedrock, bear
S. 52° W., 1.07 chs. dist.

Deposit a magnet ina 1 x 1 ¥ 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

Land, rolling.

Soil, samkly and rocky clay with sandstone cuicrops.

Timber, pifion, juniper and Gambel'’s oak; umndergrowth, scattered
brush and native grasses.

North, bet. secs. 1 and 6.
Over rolling land.
Trail road, bears SE and NW.

5. rim of Jimson Weed Canyon, atop high sandstone cliff, bears
ENE and W5W.

N. rim of Jimson Weed Canyon, atop high sandstone cliff, bears
ENE and WSW; thence over rolling land.

Point for the 1/4 sec. cor. of secs. 1 and 6.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T33N
R26E R27TE
1/4
S1]S6
1998

Deposit a magnet in a 1 Xx 1 x 2 ins. white colored plastic case
in the drill hole beneath the hrass tablet.

Point for the cor. of Tps. 33 and 34 N., Rs. 26 and 27 E.

—

Fortn 9600-10a (November 1987} USDI-BLM

FIELD NOTE PAPER
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Survey of the East Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T34N

T33N
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

Land, relling and broken,

Soil, sandy and rocky clay with sandistone outcrops.

Timber, pifion, juniper and Gambel’s oak; undergrowth, scattered
brush amndd native grasses.

: Survey cof the North Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

From the cor. of Tps. 33 and 34 N., Rs. 26 and 27 E.,
hereinbefore described.

West, bet. secs. 1 and 36.

Over rolling land.

22.00 Trail road, bears ENE and WSW.

39.25 Trail road, bears NNE amd SSW.

40.00 Point for the 1/4 sec. cor. of secs. 1 and 36.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T34N R26E
$36
1/6 —
S 1
T33N
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
in the drill hole heneath the brass tablet.

L=

Form 9600-10a (November 1987 USDI-BLM FIELD NOTE PAPER
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Survey of the North Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

43.00

56.60

56.90

77.90

80.00

40.00

High voltage transmission line, bears NE and SW.

E. rim of Jimson Weed Canyon, atop sanxistone ledge, bears SE and
NW.

Jimson Weed Wash, 30 ft. wide, 10 ft. deep, drains NW; thence
along the 5. slope of the canyon.

5W rim of Jimson Weed Canyon, atop sandstone ledge, bears ESE and
WHW.

Point for the cor. of secs. 1, 2, 35, and 36.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T34N R26E
535 | 336

52|81
T33N
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

Cor. is located 1.65 chs. 5. of SW rim of Jimson Weed Canyon,
bears ESE and WNW.

Land, rolling and broken.

S50il, sandy and rocky clay with sandstone outcrops.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and natlve grasses.

West, bet. secs. 2 and 35.
Over rolling land.
Point for the 1/4 sec. cor. of secs. 2 and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the grourkl, with brass cap mkd.

T34K R26E
S35
1/4 —
§ 2
T33N
1938

Form 9600-10a {November [387) USDI-BLM FIELD NOTE PAPER
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Survey of the North Boundary,
T. 33 N., R. 26 E., Gila ard Salt River Meridian, Arizona

CHAINS

Deposit a magnet in a 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

80.00 Point for the cor. of secs. 2, 3, 34, and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the groumd, with brass cap mkd.

T34H R26E
534 | 535

53|82
TN
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
heneath the stainless steel post.

Cor. is located on rocky W. slope of a small hill.

Land, rolling.

Scil, sandy and rocky clay with sandstone outcrops.

Timber, scattered pifion and juniper; undergrowth, sparse brush
and native grasses.

West, bet. secs. 3 and 34.
Over relling land.
40.00 Point for the 1/4 sec. cor. of secs. 3 and 34.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T34R R26E
534
1/4 —
53
T33N
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

80.00 Point for the cor. of secs. 3, 4, 33, and 34.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the North Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
T34N R26E
533 | 534
S4]|853
Ta3N
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
Cor. is located on W. edge of a trail road, bears N. in curve to
right.
Land, rolling.
50il, sandy and gravelly clay.
Timber, scattered pifion and juniper; undergrowth, sparse brush
and native grasses.
West, bet. secs. 4 and 33.
Over rolling land.
40.00 Point for the 1/4 sec, cor. of secs. 4 and 33.
Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T34N R26E
533
1/4 —
54
T33H
1998
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
Cor. is located at base of W. slope of a rocky hill, E. of bare
sand dunes.
71.40 Sheep Dip Creek, a wash, 210 ft. wide, 2 ft. deep, drains KNW.
75.30 Navajo Route 8086, a graded road, 25 ft. wide, bears SSE and NNW.
78.80 Power line, bears SSE and NNW.
80.00 Point for the cor. of secs. 4, 5, 32, and 33.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the North Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

40.00

44.50

80.00

—

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 Ins. in the growul, with brass cap mkd.

T34N R26E
832 | 833

S5 ]S54
T33N
1998

Deposit a magnet ina 1l x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling.
Soll, sand amd sandy and rocky clay.
No timber; scattered brush and native grasses.

West, bet. secs. 5 and 32.
Qver rolling land.
Point for the 1/4 sec. cor., of secs. 5 and 32,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T34N R26E
532
1/4 —
55
T33N
1958

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Apache County Road C562, a graded road, 20 f£t. wide, bears SSE
and NNW.

Point for the cor. of secs. 5, 6, 31, amd 32,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with hrass cap mkd.

Form 9600-10a {November 1987) USDI-BLM

FIELD NOTE PAPER
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BOOK 5586

Survey of the North Boundary,
T. 33 N., R. 26 BE., Gila and Salt River Meridian, Arizona

CHAINS

40.00

79.47

T34N R26E
531 | 832

561 55
T33N
1998

Deposit a magnet ina 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling.
Scil, sandy and gravelly clay.
No timber; scattered brush and native grasses.

West, bet. secs. 6 and 31.
Over rolling land.
Point for the 1/4 sec. cor. of secs. & and 31.

Set a staihless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T34N R26E
531
1/4 —
36
T33H
19398

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

The cor. of Tps. 33 and 34 N., Rs. 25 and 26 E., monumented with
a stainless steel post, 2 1/2 ins. diam., with brass cap, set and
mkd. as described in the field notes of the survey of the east
boundary, T. 33 N., R. 25 E,, executed concurrently under this
same group.

Cor. is located 1.00 ch. E. of the right bank of Chinle Wash,
10 £t. high, bears SSE arkl NNW.

Form 9600-10a {(November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5586

Survey of the North Boundary,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
Land, rolling.
Soil, sandy and gravelly clay.
No timber; scattered brush and native grasses.
Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona
From the stan. cor. of secs. 35 and 36, on the S. bdy. of the
Tp., monhumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 2 ins. above ground, with brass cap mkd.
SC T33N R26E S35 536 1990.
Add the marks 1998 to the hrass cap.
N. 0°01' W., bet. secs. 35 and 36.
Over reolling land.
29.50 S. rim of a canyon, atop sandstone ledge, bears ENE arnxl WSW.
34.50 N. rim of same canyon, atop sandstone ledge, bears ENE and WSW.
40.00 Point for the 1/4 sec. cor. of secs. 35 and 36.
Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T33N R26E
1/4
535 l 836
1999
Deposit a magnet ina 1 % 1 ¥ 2 ins. white cclored plastic case
in the driil hele beneath the brass tablet.
Thence ascernd gradually over broken land.
80.00 Point for the cor. of secs. 25, 26, 35, and 36.
Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T33N R26E
526 [ 525
535 | 536
1999
|——— ———

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the Subdivisional Lines,

T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

40.00

80.00

from which

The marks X B0, chiseled con sandstone bedrock, bear
N. 46 3/4° W., 24 lks. dist.

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
in the driil hole beneath the brass tablet.

Cor. is located 55 1lks. S. of a sandstone ledge, bears E. and W.

Land, rolling to broken.

So0il, sandy and rocky clay with sancdstone outcrops.

Timber, pifion, juniper and Gambel’s oak; undergrowth, scattered
brush and native grasses.

From the cor. of secs. 25, 30, 31, and 36, on the E. bdy. of the
Tp., hereinbefore described.

West, bet. secs. 25 and 36.
Over rolling and broken lamd.
Point for the 1/4 sec. cor. of secs. 25 and 36.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in sandstone bedrock, with brass cap mkd.

T33N R26E
S25
1/4 —
536
1999

from which

A juniper, 11 ins. dlam., bears S. 75 1/2° W., 55 1/2 lks.
dist., mkd. 1/4 836 BT.

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

The cor. of secs. 25, 26, 35, and 36.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Survey of the Subdivisicnal Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

5

CHAINS

20.20

40.00

72.35

80.00

Land, rolling and broken.

Soil, sandy and rocky clay with sandstone outcrops.

Timber, pifion, juniper and Gambel's oak; undergrowth, scattered
brush and natlve grasses.

N. 0°017 W., bet. secs. 25 and 26.

Over rolling land.

Trall road, bears E. and W.

Point for the 1/4 sec. cor. of secs. 25 and 26.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T3I3IN R26E
1/4
526 ‘ 8525
1599

Deposit a magnet ina 1 x 1 ®x 2 ins. white colored plastic case
beneath the stainless steel post.

Thence over rolling and broken land.

Trall rocad, bears NE and SW.

Point for the cor. of secs. 23, 24, 25, and 26,

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in a sandstone outcrop,

12 % 41/2 x 2 1/2 ££., with top mkd.

T33N R26E
523 | S24

326 | 525
1999

from which

The marks X BO, chiseled on 5. face of a sandstone ledge,
bear N. 42° W., 28 1/2 lks. dist.

Deposit a magnet ina 1l x 1 x 2 ins. vhite colored plastic case
in the drill hole beneath the brass tablet.

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER
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Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

Land, rolling and broken.
Soil, sandy and rocky clay with sandstone outcrops.

Timber, plfion, juniper and Gambel’s oak; undergrowth, scattered
brush and native grasses.

From the cor. of secs. 19, 24, 25, and 30, on the E. bdy. of the
Tp., hereinhefore described. -

West, bet. secs. 24 and 25.

Over rolling land.

30.16 Barbed wire fence, 6 strands, bears ESE and WNW.
40.00 Point for the 1/4 sec. cor. of secs. 24 and 25.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33K R26eR
524
1/4 —
525
1599

Deposit a magnet in a 1 Xx 1 x 2 ins. white colored plastic case
bensath the stainless steel post.

30.00 The cor. of secs. 23, 24, 25, and 26.

Land, rolling.

S0i11, sandy clay.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

N. 0"01' W., bet. secs. 23 and 24.
Cver rolling land.
40.00 Point for the 1/4 sec. cor. of secs. 23 and 24.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/4
523 | s24
1999

— — ———

Form 9600-10a (November 1387) USDI-BLM FIELD NOTE PAPER




2 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet ina 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

Thence over rolling and broken land.
80.00 Point for the cor. of secs. 13, 14, 23, and 24.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
12 ins. in the ground, to sandstone bedrock, in a mournd of stone,
3 ft. bhase, to top, with brass cap mkd.

T33N R26E
514 | 313

523 | 524
1999

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling and broKen.

Soil, samndy and rocky clay.

Timber, pifion and juniper; undergrowth, scattered hrush amd
native grasses.

From the cor. of secs. 13, 18, 19, and 24, on the E. bdy. of the
Ty., hereinbefore described.

West, bet. secs. 13 and 24.
Over rolling and broken land.
40.00 Point for the 1/4 sec. cor. of secs. 13 and 24.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33W R26E
513
1/4 —
524
1999

Deposit a magnet ina 1l x 1 x 2 Ins. white colored plastic case
beneath the stainless steel post.

41.58 Barbed wire fence, 5 strands, bears SSE and NNW.

80.00 The cor. of secs. 13, 14, 23, and 24.

Form 9600-10a (November 1987) USDJ-BLM FIELD NOTE PAPER




BOOK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

5586

CHAIN3

40.00

55.00

66.40

80.00

Land, rolling and broken.
So0il, sandy and rocky clay.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

N. C°01' W., bet. secs. 13 and 14.
Over rolling and broken land.
Point for the 1/4 sec. cor. of secs, 13 and 14.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the greound, with brass cap mkd.

T33N R26E
1/4
sle | s13
1999

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

S. rim of Sheep Dip Canyon, atep high sandstone cliff, bears ENE
and WSW.

N. rim of Sheep Dip Canyon, atop high sandstone cliff, bears E.
and W.

Point for the cor. of secs. 11, 12, 13, and 14.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in samdstone bedrock, with top mkd.

T33K R26E
S11 | S12

514 | 513
1999

Deposit a magnet in a 1 X 1 x 2 ins. vwhite colored plastic case
in the drill hole beneath the brass tablet.

Form 9600-10a (November 1987) USDI-BLM
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Survey of the Subdivisicnal Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
Land, rolling and broken.
Soll, sandy and rocky clay with sandstone outcrops.
Timber, pifion, juniper and Gambel’s oak; undergrowth, scattered
brush and nati{ve grasses.
From the cor. of secs. 7, 12, 13, and 18, on the E. hbdy. of the
Tp., hereinbefore described. -
West, bet. secs. 12 and 13.
Over rolling and broken land.
40.00 Point for the 1/4 sec. cor., of secs. 12 and 13,
Set a stainless steel post, 28 Ins. long, 2 1/2 ins, diam.,
16 ins. in sandstone bedrock, in a mound of stone, 3 ft. base, to
top, with brass cap mkd.
T33N R26E
s12
1/4 —
513
1999
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
80.00 The cor. of secs. 11, 12, 13, and 14.
Land, relling amnxd broken.
Soil, sandy and rocky clay with samnxistone ocutcrops.
Timber, pifion, juniper and Gambel’s cak; undergrowth, scattered
brush and native grasses.
N, 0°01" W., bet. secs. 11 and 12.
Over rolling and broken land.
40.00 Point for the 1/4 sec. cor. of secs. 11 and 12.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
1/4
511 | 812
199%

Form 3600-10a {November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5586

Survey of the Subdivisional Lines,
T. 33 K., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet in a 1 ¥ 1 % 2 ins. white colored plastic case
beneath the stainless steel post.
53.05 Trall road, bears ESE and WNW,
80.00C Point for the cor. of secs. 1, 2, 11, and 12.
Set a stainless steel post, 28 Ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33K R26E
52|51
511 | S12
1599
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.
Land, rolling and broken.
Soil, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
From the cor. of secs. 1, 6, 7, and 12, on the E. bdy. of the
Tp., hereinbefore described.
West, bet. secs. 1 and 12.
Over rolling and broken lamd.
5.65 Trall road, bears SSE and NNW.
40.00 Point for the 1/4 sec. cor. of secs. 1 and 12.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
51
1/4 —
512
1999
Deposit a magnet in a 1 x 1 x 2 ins. vwhite colored plastic case
beneath the stainless steel post.
57.10 Pump shaft of a windmill, bears North, 28.00 chs. dist., mkd.
10K248.

Form 9600-10a {(November 1987} USDI-BLM FIELD NOTE PAPER



24 BOOK 5386

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

80.00 The cor. of secs. 1, 2, 11, and 12.

Land, rolling and brokKen.

Soil, sandy and rocky clay.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

N. 0°01’ W., het. secs. 1 and 2.
Qver rolling land.
40.00 Point for the 1/4 sec. cor. of secs. 1 and 2.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. Iin the ground, with brass cap mkd.

T33N R26E
1/4
s2]s1
1999

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

54.10 High voltage transmission line, bears NE and SW.

80.01 The cor. of secs. 1, 2, 35, and 36, on the N. bdy. of the Tp.,
hereinbefore described.

Land, rolling.

Soil, sandy and rocky clay.

Timber, scattered pifion and juniper; urklergrowth, scattered brush
and native grasses.

From the stan. cor. of secs. 34 and 35, on the S. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, flush with a mound of stone, 3 ft. base, 1 ft. high,
with brass cap mkd. SC T33N R26E S3¢ S35 1990.

Add the marks 1998 to the brass cap.

N. ©°0Q1’ W., bet. secs. 34 and 35.

Over rolling and broken land.

20.50 S. rim of a canyon, atop sandstone ledge, bears ESE and WNW.

38.30 N. rim of same canyon, atop sandstone ledge, bears E. and W.

Form 9600-10a {November 1987} USDI-BLM _F-I-ELD NOTE PAPER
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BOGK
Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona
CHAINS
40.00 Point for the 1/4 sec. cor. of secs. 34 and 35.
Set a stainless steel post, 28 ins. long, 2 1/2 ins., diam.,
26 Ins. in sandstone bedrock, with brass cap mkd.
T33N R26E
1/4
534 | 535
1999
Deposit a magnet ina 1l x 1 x 2 ins. white colored plastic case
beneath the stainless steel post,
20.00 Foint for the cor. of secs. 26, 27, 34, and 35.
Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T33N R26E
527 | s26
534 S35
1999
Deposit a magnet in a 1 x 1 ¥ 2 ins. white colored plastic case
in the driil hole beneath the brass tablet.
Land, relling ard broken.
Soil, sandy and rocky clay with sandstone cutcrops.
Timber, pifion and juniper; undergrowth, scattered brush and
natlve grasses.
From the cor. of secs. 25, 26, 35, and 36.
West, bet. secs. 26 amd 35.
Over rolling and broken land.
40.00 Point for the 1/4 sec. cor. of secs. 26 and 35.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
16 ins. in the ground, to sandstone bedrock, in a mound of stone,
3 ft. base, to top, with brass cap mkd.
T33N R26E
s26
i/8 —
5356
1998
—
Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5586
Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona
CHAINS
from which
A pifion, 6 ins. diam., bears S. 51 3/4° E., 70 1/2 lks.
dist., mkd. 1/4 S35 BT.
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
20,00 The cor. of secs. 2&, 27, 34, and 35.
Land, rolling and broken.
Solil, sandy and rocky clay with sandstone cutcrops.
Timber, pifion, juniper and Gambel’s oak; undergrowth, scattered
brush and native grasses.
N. 0°01' W., bet. secs. 26 and 27.
Over rolling and broken land.
21.9%0 Trail road, bears ENE and WSH.
40.00 Point for the 1/4 sec. cor. of secs. 26 and 27.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T3I3N R26E
1/4
527 | 526
1959
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.
75.90 Apache County Road C550, a graded road, 20 ft. wide, bears ENE
and WsW.
80.00 Point for the cor. of secs. 22, 23, 26, and 27.
Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T33N R26E
522 ] 823
527 | 526
1999
E ————— ——
Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER



27

BOOK 5

Survey of the Subdivisicnal Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

4Q.00

76.30

80.00

40.00

Deposit a magnet in a 1 x 1 x 2 ins. white coleored plastic case
in the drill hole beneath the brass tablet.

Cor. is located in a small wash, 3 ft. wide, 3 £t. deep, drains
NNW.

Land, rolling and broken.

Soill, sandy and rocky clay with sandstone outcrops.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

From the cor. of secs. 23, 24, 25, and 26.
West, bhet. secs. 23 and 26.

Over reolling and broken land.

Point for the 1/4 sec. cor. of secs. 23 and 26.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sarxistone bedrock, with top mkd.

TA3N R2Z6E
523
1/4 —
526
1999

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
in the drill heole beneath the brass tablet.

Cor. is located 1.80 c¢hs. S. of a trail road, bears ENE and WSW.

Apache County Road C550, a graded rcad, 20 ft. wide, bears N. and
S.

The cor. of secs., 22, 23, 26, and 27.

Land, rolling and breoken.

Scil, sandy and rocky clay with sandstone outcrops.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

N. 0’017 W., bet. secs. 22 and 23.
Over rolling and hroken land.

Point for the 1/4 sec. cor. of secs. 22 and 23.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

‘ CHAINS

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, to sandstone bedrock, in a mound of stone,

3 £t. base, to top, with brass cap mkd.

T33N R26E
1/4
522 1 523
1599

from which

The marks ¥ BO, chiseled on sandstone bedrock, bhear
H. 29 1/4°> W., 28 lks. dist,

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

56.20 Apache County Road C550, a graded road, 20 ft. wide, bears S55E
andd NNW.

72.70 Apache County Road €519, a graded road, 20 ft. wide, bears E. and
.

80.00 Point for the cor. of secs. 14, 15, 22, and 23.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
515 | 514

522 | 523
1938

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

Land, rolling and broken.

S0il, sandy and rocky clay with sandstone outcrops.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

From the cor. of secs. 13, 14, 23, and 24.
West, bet. secs. 14 and 23.
Over rolling and broken land.

39.75 Trall road, hears NE and SW.

Form 9600-10a (November 1987) USD1-BLM FIELD NOTE PAPER




29 BOOK
Survey of the Subdivisional Linss,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona
CHAINS
40,00 Point for the 1/4 sec. cor. of secs. 14 and 23.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
Si4
1/4 —
S23
1998
Deposit a magnet ina 1 ®¥ 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
80.00 The cor. of secs. 14, 15, 22, and 23.
ILand, rolling and broken.
Soil, sandy and rocky clay with sandstone outcrops.
Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.
N. 0°01" W., bet. secs. 14 and 15.
Over relling land.
40.00 Point for the 1/4 sec. cor. of secs. 14 and 15.
Set a stalnless steel post, 28 ins. long, 2 1/2 ins. dlam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
1/4
515 | s14
1993
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
80.00 Point for the cor. of secs. 10, 11, 14, and 15.
Set a brass tablet, 3 1/4 ins. dlam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T33N R26E
510 | 511
515 | 314
19989
Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER
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% B0 OK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

40.00

74.60

80.00

3.70

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

Cor. is located 2 chs. W. of W. rim of Sheep Dip Canyon, bears
SSE and NNW.

Land, relling.

Soil, sandy and rocky clay with sandstone cutcrops.

Timber, pifion and juniper; undergrowth, scattered brush and
native grasses.

From the cor. of secs. 11, 12, 13, and 14.
West, het. secs. 11 and 14.

Over rolling and broken land.

Point for the 1/4 sec. cor. of secs. 11 and 14.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T33K R26E
511
1/4 —
314
1599

Deposit a magnet in a 1 ® 1 x 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

E. rim of Sheep Dip Canyon, atop high sandstone cliff, bears N.
and S.

The cor. of secs. 10, 11, 14, and 15.

Land, rolling and broken.

Soll, sandy and rocky clay with sandstone outcrops.

Timber, pifion and juniper; undergrowth, scattered brush and
natlve grasses.

N. Q°01F W., bet. secs. 10 and 11.
Over rolling and broken land.

S. rim of Sheep Dip Canyon, atop sandstone ledge, bears ESE and
WNW.

Form 9600-10a (November 1987) USDI-BLM
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31 BOOK 5586

Survey of the Sulxiivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

12.30 N. rim of Sheep Dip Canyon, atop sandstone ledge, bears E. and W.
40.00 Point for the 1/4 sec. cor. of secs. 10 and 11.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T33N R26E
1/4
510 | S11
1999

from which

The marks ¥ BO, chiseled on sandstone bedrock, bear
N. 86 3/4° W., 32 lks. dist.

Deposit a magnet ina 1 x 1 X 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

78.05 High voltage transmission line, bears NE and SW.
£80.00 Point for the cor. of secs. 2, 3, 10, and 11.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T33N R26E
S3}|52

810 | 511
1999

Deposit a magnet ina 1 ®x 1 x 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

Cor. is located 2.80 chs. W. of a high voltage transmission line,
bears NE and SW.

Land, rolling and broken.

Soil, sandy and rocky clay with sandstone outcrops.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

From the cor. of secs. 1, 2, 11, and 12.
West, bet. secs. 2 and 1l.

Over rolling land.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER




32 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
30.60 Trall road, bears SE amnd NW.
40.00 Point for the 1/4 sec. cor. of secs. 2 and 11.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33H R26E
52
1/4 —
511
159%
Deposit a magnet in a 1 ®x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.
80.00 The cor. of secs. 2, 3, 10, and 11,
Land, rolling.
S0il, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
N. 0°01' W., bet, secs. 2 and 3.
Over rolling land.
28.55 Trail road, bears E. and W.
40.00 Point for the 1/4 sec. cor. of secs. 2 and 3.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
1/4
$S3 |82
1999
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
8G.00 The cor. of secs. 2, 3, 34, and 35, on the N. bdy. of the Tp.,
hereinbefore described.
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33 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
Land, rolling.
Soil, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
From the stan. cor. of secs. 33 and 34, on the S. bdy. of the
Tp., monumented with a magnet ina 1 x 1 x 2 5/8 ins. white
colored plastic case, set 24 ins. below the surface of the
ground; which is accepted as the best available evidence of the
position of the original cor.; there is no remaining evidence of
the original stainless steel post.
At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
sc
T33N R26E
833 I 534
1998
Deposit the original magnet ina 1 x 1 x 2 5/8 ins. white colored
plastic case beneath the stainless steel posti.
From this cor. point, the NE cor. of a fenced grave site, 12 ft.
square, bears S. 61° W., 31 lks. dist.
N. 0°02* W., bet. secs. 33 and 34,
Over rolling land.
38.50C Trail road, bears ESE and WNW.
40.00 Point for the 1/4 sec. cor. of secs. 33 and 34.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
1/4
533 L 534
1998
Deposit a magnet ina 1 %1 x 2 ins. white colored plastic case
beneath the stainless steel post.
78.65 Trail road, bears E. and W.

Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER
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Survey of the Subdivisional Lines,
T. 33 N., R, 26 E., Gila and Salt River Meridian, Arizona

CHAINS
80.00 Point for the cor. of secs. 27, 28, 33, and 34.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33H R26E
528 | s27
533 | 534
1998
Deposit a magnet ina 1 x 1 ¥ 2 ins. white colored plastic case
beneath the stainless steel post.
Land, rolling.
Seil, sandy amd rocky clay.
No timber: scattered brush and native grasses.
From the cor. of secs. 26, 27, 34, and 35.
West, bet. secs. 27 and 34.
Cver rolling and broken land.
40.00 Point for the 1/4 sec. cor. of secs. 27 and 34.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
527
1/4 —
534
1959
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
47.60 Trail road, bears NE and 5W.
80.00 The cor. of secs. 27, 28, 33, and 34.
Land, rolling and broken.
Soil, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
N. 0°02’ W., bet. secs. 27 and 28.
—
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35 BOOK 5

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
Over rolling and broken land.
40.00 Point for the 1/4 sec. cor. of secs. 27 and 28,
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam,,
18 ins. in the ground, to sandstone bedrock, in mound of stone,
4 ft. base, to top, with brass cap mkd.
T33N R26E
1/4
528 | 527
1938
Deposit a magnet In a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
80.00 Point for the cor. of secs. 21, 22, 27, and 28.
Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.
T33N R26E
521 | 822
S28 | 827
1999
Deposit a magnet in a 1 x 1 ¥ 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.
Cor. is located on the N. rim of a narrow canyon, atop sandstone
ledge, bears E. and W,
Land, rolling and broken.
8011, sardy and rocky clay with samxistone cutcrops.
No timber; scattered brush and native grasses.
From the cor. of secs. 22, 23, 26, and 27.
West, bet. secs. 22 and 27.
Over rolling and broken land.
13.20 Trail road, bears SSE and NNW.
19.50 Pump shaft of a windmill, bears North, 6.60 chs. dist., mkd.
10T542.
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36 BOOK

Survey of the Subdivisional Lines,
T. 33 H., R. 26 E., Glla and Salt River Meridian, Arizona

CHAINS

26.80

4C.00

80.00

40.00

78.10

80,00

Apache County Road C550, a graded road, 20 ft. wide, bears SSE
anc NNW. -

Point for the 1/4 sec. cor. of secs. 22 and 27.

Set a brass tablet, 3 1/4 ins. diam., 2 1/2 ins. stem, cemented
in place, in a drill hole, in sandstone bedrock, with top mkd.

T33N R26E
522
1/4 —
527
1999

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
in the drill hole beneath the brass tablet.

The cor. of secs. 21, 22, 27, and 28.

Land, rolling and broken.

Soil, sandy and rocky clay with sandistone outcrops.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

N. 0°02’ W., bet. secs. 21 and 22.
Over rolling land.
Point for the 1/4 sec. cor. of secs. 21 and 22.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the grourxi, with brass cap mkd.

T33N R26E
1/4
s21 | s22
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Apache County Road C519, a graded road, 25 ft. wide, bears E. and
W.

Point for the cor. of secs. 15, 16, 21, and 22.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM
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37 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Glla and S5alt River Meridian, Arizona

CHAINS

T33N R26E
516 | 515

521 | 822
1998

Depcsit a magnet in a 1 x 1 % 2 ins. white colored plastic case
beneath the stainless steel post. :

From this cor. point, a rebar, 5/8 in. diam., set flush with the
surface of the ground, bears S. 65°24' W., 16.93 chs. dist., with
aluminum cap mkd. NAVAJO LAND DEVELOPMENT 36.16 109.33.

Land, rolling.
Soil, sandy and rocky clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 14, 15, 22, and 23.
West, bet. secs. 15 and 22.

Over rolling land.

14.15 Trail road, bears SSE and NNW.

40.00 Point for the 1/4 sec. cor. of secs. 15 and 22.

Set a stainless steel post, 28 ins. leng, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mikd.

T33N R26E
815
1/4 —
522
1998

Deposit a magnet ina 1 x 1 % 2 ins. vhite colored plastic case
beneath the stalnless steel post.

80.00 The cor. of secs. 15, 16, 21, and 22.

Land, rolling.

5011, sandy and rocky clay.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

N. 0°027 W., het. secs. 15 and 16,

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



38 BOOK

Survey of the Subdivisional Lines,
T. 3 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

37.55

40.00

80.00

40.00

Over rolling land,
Trall road, bears NE and SW.
Point for the 1/4 sec. cor. of secs. 15 and 16,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.

T33N R26E
1/4
s16 | 515
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

Point for the cor. of secs. 9, 10, 15, and 16.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
S 9 | 510

516 | 515
1998

Deposit a magnet in a 1 X 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling.
Seil, sandy and rocky clay.
No timber: scattered brush and natlve grasses.

From the cor. of secs. 10, 11, 14, and 15.
West, bet. secs. 10 and 15.

Over rolling land.

Point for the 1/4 sec. cor. of secs. 10 and 15.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER



39 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
T33N R2¢E
510
1/4 ——
815
1999
Deposit a magnet ina 1 x 1 ¥ 2 ins. white colored plastic case
beneath the stainless steel post. :
53.60 Trail road, bears SSE and NNW.
55.05 Trail road, bears NE and SW.
80.00 The cor. of secs. 9, 10, 15, and 16.
Larl, relling.
Soil, sandy and rocky clay.
Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.
N, 0°02' W., bet. secs. 9 and 10.
Over rolling land.
22.00 High voltage transmission line, bears NE and SW.
38.15 Trall road, bears NE and SW.
40.00 Point for the 1/4 sec. cor. of secs. 9 and 10.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. dlam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
1/4
89 | 510
1998
Deposit a magnet ina 1 % 1 x 2 ins. white colored plastic case
heneath the stainless steel post.
Cor. is located 15 lks. E. of a trail road, bears NNE and SSW.
80.00 Point for the cor. of secs. 3, 4, 9, and 10.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the grourd, with brass cap mkd.

Form 9600-10a (November 1987) USDI.BLM FIELD NOTE PAPER



10 BOOK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Glla and Salt River Meridian, Arizona

CHAINS

T33N R2€E
54|83

591810
1958

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post. :

Land, rolling.
Soil, samddy and rocky clay.
¥o timber; scattered brush and native grasses.

From the cor. of secs. 2, 3, 10, and 11.
West, bet. secs. 3 and 10.

Over rolling land.

40.00 Point for the 1/4 sec. cor. of secs. 3 and 10.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.

T33N R26E
s 3
1/4 —
510
1999

Deposit a magnet ina 1 x 1 x 2 ins, white colored plastic case
beneath the stainless steel post.

63.30 E. rim of Sheep Dip Canyon, atop samndstone ledge, bears N. and 3.

71.20 W. rim of Sheep Dip Canyon, atop sandstone ledge, bears NNE and
S3SW.

80.00 The cor. of secs. 3, 4, 9, and 10.

Land, rolling to broken.

Soil, sandy and rocky clay with sandstone outcrops.

Timber, scattered pifion and juniper; undergrowth, scattered brush
and native grasses.

N. 0°02" W., bet. secs. 3 and 4.

Gver rolling land.

.- -
Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

53€6

CHAINS

9.20

18.80

40.00

79.99

40.00

Left bank of Sheep Dip Creek, a wash, 10 ft. high, bears S8E and
NNW. - :

Right bank of Sheep Dip Creek, a wash, 6 ft. high, bears SS5E and
NN .

Point for the 1/4 sec. cor. of secs. 3 and 4.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/4

S 4 i s 3
1598

Deposit a magnet in a 1 x 1 x 2 Ins. white colored plastic case
beneath the stainless steel post.

The cor. of secs. 3, 4, 33, and 34, on the N. bhdy. of the Tp.,
hereinbefore described.

Land, relling.

Soil, sandy and rocky clay with sandstone cutcrops.

Timber, scattered pifion, juniper and cottonwood; undergrowth,
scattered brush and native grasses.

From the stan. cor. of secs. 32 ard 33, on the S. hdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 2 ins. above ground, with brass cap mkd.
SC T33N R26E S32 533 1590.

Add the marks 1998 to the brass cap.

Cor. is located on E. edge of a small mesa, bears NNE and SSW.
N. ¢°03' W., bet. secs. 32 and 33.

Over rolling land.

Point for the 1/4 sec. cor. of secs. 32 and 33.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T3I3N R26E
1/4
S3z [ 533
1998

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER



12 BOGK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E,, Gila and Salt River Meridian, Arizona

CHAINS

48.70

80.00

40.00

50.60

58.40

80.00

Form 9600-10a (November 1987) USDI-BLM

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
heneath the stalnless steel post.

Trail road, hears E. and W.
Point for the cor. of secs. 28, 29, 32, and 33.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
529 | sS28

532 | 833
1998

Deposit a magnet in a 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling.
S0i1, sandy clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 27, 28, 33, and 34.
West, bet. secs. 28 and 33,

Over rolling and broken land.

Point for the 1/4 sec. cor. of secs. 28 and 33.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the grourd, with brass cap mkd.

T33N R26E
528
1/4 —
533
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Wash, 50 ft. wide, & f£t. deep, drains S,
Same wash, 45 ft. wide, 6 ft. deep, drains NNW.

The cor. of secs. 28, 29, 32, amd 33.

FIELD NOTE PAPER



43 BOOK

Survey of the Subdivisional Lines,
T. 33 HN., R. 26 E., Gilla arxl Salt River Meridian, Arizona

CHAINS

Land, rolling and broken.
Soill, sandy and rocky clay.
Mo timber; scattered hrush and native grasses.

N. 0°03" W., bset. secs. 28 and 29,

Over reolling land.

10.40 Left bank of a wash, 10 ft. high, bears SE and NW.
17.50 Right bank of same wash, 8 ft. high, bears E. and W.
40.00 Point for the 1/4 sec. cor. of secs. 28 and 29,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/8
529 | s28
1998

Deposit a magnet in a 1 X 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

56.80 Wash, 50 £t. wide, 8 f£t. deep, drains W.

80.00 Point for the cor. of secs. 20, 21, 28, and 29.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

18 ins. in the ground, to sandstone bedrock, in a mound of stone,
3 ft. base, to top, with brass cap mkd.

T33N R26E
520 | 821

529 | 528
1598

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling and broken.
Soll, sandy and rocky clay with sandstone outcrops.
No timber; scattered brush and native grasses.

From the cor. of secs. 21, 22, 27, and 28.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



44 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and 5alt River Meridian, Arizona

CHAINS

West, bet. secs. 21 and 28.

Over rolling and bréken land.

19.60 Wash, 60 ft. wide, 10 ft. deep, drains SW.
40.00 Point for the 1/4 sec. cor. of secs. 21 and 28.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. dian.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
521
1/4 —
528
1998

Deposit a magnet in a1l x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. is located on indefinite N. edge of a rocky wash, 40 ft.
wide, 3 ft. deep, drains WSHW.

80.00 The cor. of secs. 20, 21, 28, and 29.
Land, reolling and broken.

Soil, sandy and rocky clay with sandstone ocutcrops.
No timber; scattered brush and native grasses.

N. 0°03' W., bet. secs. 20 amd 21.

Over rolling land.

33.90 Navajo Route 8086, a graded road, 20 ft. wide, bears NNE and SSW.
40.00 Point for the 1/4 sec. cor. of secs. 20 and 21.

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/4
$20 | s21
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post. '

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER




e BOOK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

47.30 Apache County Road C552, a graded road, 20 ft. wide, bears ENE
and WSW, -

80.00 Point for the cor. of secs. 16, 17, 20, and 21.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
317 | 516

520 | 821
1998

Deposit a magnet in a 1 x 1 x 2 ins, white colored plastic case
bensath the stainless steel post.

Land, rolling.
Soil, sandy clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 15, 16, 21 and 22.
West, bet. secs. 16 and 21.

Over gently rolling land.

9.90 Apache County Road C519, a graded road, 20 ft. wide, bears ESE
and WNW.
40.00 Point for the 1/4 sec. cor. of secs. 16 and 21.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 Ins. in the ground, with brass cap mkd.

T33W R26E
516
1/ —
821
1398

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

43.00 Trail road, bears NNE and SSW.
57.55 Navajo Route 8086, a graded road, 20 ft. wide, bears NNE and S5W.

80.00 The cor. of secs. 16, 17, 20, and 21.

Form 3600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



46 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E,, Gila and Salt River Meridian, Arizona

CHAINS

Land, gently rolling.
S50i1, sandy clay.
No timber: scattered brush and native grasses.

N. 0°03' W., bet. secs. 16 and 17.

Over gently relling land.

9.30 Trail road, bears E. and W.

40.00 Point for the 1/4 sec. cor. of secs. 16 and 17.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with hrass cap mkd.

T33N R26E
1/4
517 | 516
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
heneath the stainless steel post.

46.00 High voltage transmission line, bears NE and SW.
80.00 Point for the cor. of secs. 8, 9, 16, and 17.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
58189

517 t 8lé
1998

Deposit a magnet ina 1 ¥ 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, gently rolling.
Soil, sandy clay.
Ho timber; scattered brush and native grasses.

From the cor. of secs. 9, 10, 15, amd 16.
West, bet. secs. ¢ and 16.

Over gently rolling land.

Form %600-10a {(November 1987) USDI-BLM FIELD NOTE PAPER




47 BOOK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

31.40

40.00

44.40

80.00

40.00

80.00

High voltage transmission line, bears NE and SW.
Point for the 1/4 sec., cor. of secs. 9 and 16.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
59
1/4 —
516
1938

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
heneath the stainless steel post.

Navajo Route 8086, a graded road, 20 ft. wide, bears N. and 5.
The cor. of secs. 8, 9, i6, and 17.
Land, gently rolling.

Soil, sandy clay.
No timber; scattered brush and native grasses.

N. G°03" W., bet. secs. 8 and S.
Over rolling land.
Poilnt for the 1/4 sec. cor. of secs. 8 and 9.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/4
58|59
1998

Deposit a magnet ina 1 x 1 x 2 Ins. white colored plastic case
beneath the stainless steel post.

Point for the cor. of secs. 4, 5, 8, and 9.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

Form 9600-10a {November [987) USDI-BLM
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48 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
T33N R26E
S5[S 4
58889
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post. :
Land, rolling.
Soil, sandy clay.
No timber; scattered bhrush and native grasses.
From the cor. of secs. 3, 4, 9, and 10.
West, bet. secs. 4 and 9.
Over rolling land.
30.30 Navajo Route 8086, a graded road, 20 f£t. wide, bears NNE and SSW.
40.00 Point for the 1/4 sec. cor. of secs. 4 and 9.
Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam.,
26 Ins. in the ground, with brass cap mkd.
T33N R26E
S 4
1i/4 —
S9
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
80.00 The cor. of secs. 4, 5, 8, and 9.
Land, rolling.
Scil, sandy clay.
No timber; scattered brush and native grasses.
N. 0°03’ W., bet. secs. 4 and 5.
Over relling land.
32.10 Apache County Road C562, a graded road, 20 fit. wide, bears ENE
and WSW.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



19 BOOK

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Glla and Salt River Meridian, Arizona

CHAINS

40.00 Point for the 1/4 sec, cor. of secs. 4 and 5.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/4
35 l S 4
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

79.99 The cor. of secs. 4, 5, 32, and 33, on the N. bdy. of the Tp.,
hereinbefore described.

Land, rolling.
Seil, sandy clay.
No timber; scattered brush and native grasses.

From the stan. cor. of secs. 31 and 32, on the S. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
set flush with the surface of the ground, with brass cap mkd. SC
T33N R26E S31 532 1990.

Add the marks 1998 to the brass cap and set a steel fence post
nearkby.

N. 0°03" W., bet. secs. 31 and 32.

Over relling land.

36.75 Trail road, bears NE and SW.

40.00 Point for the 1/4 sec. cor. of secs. 31 and 32.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/4
S31 | S32
1998

Deposit a magnet in a 1 ®x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

80.00 Point for the cor. of secs. 29, 30, 31, and 32,

Form 9600-10a (November 1987) USDI-BLM ;ELD NOTE PAPER
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50 BOOK

Survey of the Suldivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

5586

CHAINS

36.10

40.00

80.00

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. In the ground, with brass cap mkd.

T33N R26E
530 | 529

531 | 832
1598

Deposit a magnet ina 1 ¢ 1 % 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling.
Soil, sandy clay.
¥o timber; scattered brush amd native grasses.

From the cor. of secs. 28, 29, 32, and 33.

West, bet. secs. 29 and 32.

Over gently rolling land.

Navajo Route 8086, a graded road, 20 ft. wide, bears N. and S.
Point for the 1/4 sec. cor. of secs. 29 aml 32.

Set a stainless steel post, 28 ins. leng, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R2&6E
529
1/4 —
3832
19358

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

The cor. of secs. 29, 30, 31, and 32.
Land, gently rolling.

Soil, sandy clay.
No timber; scattered brush and native grasses.

West, bet. secs. 30 and 31.

Over gently rolling land, on gradual descent intc Chinle Valley.

Form 9600-10a (November 1987) USDI-BLM
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51 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Glla and Salt River Meridian, Arizona

CHAINS

40.00 Point for the 1/4 sec. cor. of secs. 30 and 31.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
S30
1/ —
531
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

51.10 Right bank of Chinle Wash, 1 ft. high, bears SSE and NNW.
58.50 Left bank of Chinle Wash, 1 ft. high, bears N. and 5.

79.91 The cor. of secs. 25, 30, 31, and 36, on the W. bdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., with
brass cap, set, mkd. and witnessed as described in the field
notes of the survey of the east boundary, T. 33 N., R. 25 E.,
exXecuted concurrently under this same group.

Cor. 1s located in a cultivated field.

Land, gently relling to nearly level.

Soil, sand and sandy clay.

Timber, cottonwood, Russian olive and saltcedar near Chinle Wash;
undergrowth, scattered brush and native grasses.

From the cor. of secs. 29, 30, 31, and 32.

N. 0°03' W., bet. secs. 29 and 30.

Over gently rolling land.

40.0G Point for the 1/4 sec. cor. of secs. 29 and 30.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins, in the ground, with brass cap mkd.

TA3K R26E
1/4
530 [ 529
1998

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER



52 BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

42.20 Wash, 15C ft. wide, 2 ft. deep, drains W.
65.90 Graded road, 20 ft. wide, bears SE and NW.
80.00 Point for the cor. of secs. 19, 20, 29, and 30.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
519 | 820

530 | 529
1998

Deposit a magnet in a1l x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, gently rolling.
So0il, sandy clay.
Ho timber; scattered brush and native grasses.

From the cor. of secs. 20, 21, 28, amxi 29.

West, bet. secs. 20 and 29.

Over roliling land.

8.90 Navajo Route 8086, a graded road, 20 ft. wide, bears NE and 5W.
40,00 Point for the 1/4 sec. cor. of secs. 20 and 29.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
520
1/4 —
529
1998

Deposit a magnet ina 1 x 1 ® 2 Ins. white colored plastic case
beneath the stainless steel post.

80.00 The cor. of secs. 19, 20, 29, and 30.

Form 9600-10a (November 1987) USDI-BLM ) FIELD NOTE PAPER
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BOOK 5586

Survey of the Subdivisional Lines,
T. 33 N., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS

Land, rolling.
Soil, sandy and rocky clay.
No timber; scattered brush and native grasses.

West, bet. secs. 19 and 30,

Over gently rolling land, on gradual descent into Chinle Valley.-
27.80 Graded road, 20 ft. wide, bears SE and NW.

36.80 Right bank of a wash, 10 ft. high, bears ESE and WNW.

40.00 Point for the 1/4 sec. cor. of secs. 19 and 30.

Set amagnet ina 1 x 1 » 2 Ins. white colored plastic case
24 ins. below the surface of the ground.

from which

A stainless steel post, 28 ins. long, 2 1/2 ins. dlam., set
26 ins. in the ground, for a reference monument, bears
N. 30°00' E., 100.0 ft. dist., with brass cap mkd. T33N
R26E 1/4 519 AM 100.0 FT TO COR 1999 and an arrow pointing
to the cor. Deposit a magnet ina 1 x 1 x 2 ins. white
colored plastic case beneath the stainless steel post.

A stalnless steel post, 28 ins. long, 2 1/2 ins, diam., set
26 ins. in the ground, for a reference momument, bears
S. 30°007 W., 160.0 ft. dist., with brass cap mkd. T33N
R26E 1/4 S30 RM 160.0 FT TO COR 1999 and an arrow pointing
to the cor. Deposit a magnet ina 1 x 1 x 2 ins. white
colored plastic case beneath the stainless steel post.

Cor. is located near the center of a wash, 100 ft. wide, 10 £t.
deep, drains WSW in curve to left, 2.50 chs. E. of right bank,
bears ENE and WSW.

48.80 Apache County Road C552, a graded road, 20 ft. wide, bears ENE
and WsW.

52.10 Right bank of Chinle Wash, 3 ft. high, bears SE and NW.

£3.10 Left bank of Chinle Wash, 4 ft. high, bears SSE and NNW.
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Survey of the Subdivisional Lines,
T. 33 M., R. 26 E., Gila and Salt River Meridian, Arizona

CHAINS
79.82 The cor. of secs. 19, 24, 25, and 30, on the W. hdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., with
hrass cap, set and mkd. as described in the field notes of the
survey of the east boundary, T. 33 N., R. 25 E., executed
concurrently under this same group.
Land, gently rolling to nearly level.
Seil, sand and sandy clay.
Timber, cottonwood, Russian olive and saltcedar near Chinle Wash;
undergrowth, scattered brush and native grasses.
From the cor. of secs. 19, 20, 25, and 30.
N. 0°03' W., bet. secs. 19 and 20.
Over rolling land.
20.30 Apache County Road C552, a graded road, 20 ft. wide, bears NE and
SH.
40.00 Point for the 1/4 sec. cor. of secs. 12 and 20.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
1/4
519 | 320
1998
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
69.90 High voltage transmission line, bears RE and SW.
B80.0O Point for the cor. of secs. 17, 18, 19, and 20.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
518 | S17
si9
1998
Deposit a magnet in a 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.
== =
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Land, relling.
Soll, sandy clay.
No timber; scattered brush and native grasses,

From the cor. of secs. 16, 17, 20, and 21.
West, bhet, secs. 17 and 20,

Over gently rolling land.

40.00 Point for the 1/4 sec. cor. of secs. 17 and 20.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
517
1/4 —
520
1998

Deposit a magnet ina 1 x 1 X 2 ins. white colored plastic case
beneath the stainless steel post.

65.60 High voltage transmission line, bears NE and SW.
80.00 The cor. of secs. 17, 18, 19, and 20.
Land, gently rolling.

S5c0i11, sandy clay.
Ho timber; scattered brush and native grasses.

West, bhet. secs. 18 and 19.
Over rolling land, on gradual descent into Chinle Valley.
40.00 Point for the 1/4 sec. cor. of secs. 18 and 19.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. In the ground, with brass cap mkd.

T33N R26E
518
1/4 —
519
1598

— —
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CHAINS

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

76.10 Right bank of Chinle Wash, 10 ft. high, bears N. and S.

79.74 The cor. of secs. 13, 18, 19, and 24, on the W. bdy. of the Tp.,
monumented with a magnet ina 1 x 1 x 2 ins. white colored
plastic case, set and witnessed as described in the field notes -
of the survey of the east boundary, T. 33 N., R. 25 E., executed
concurrently unkler this same group.

Cor. is located in Chinle Wash, 460 ft. wide, 5 ft. deep, drains
N.

Land, rolling to nearly level.

Soil, sand and sandy clay.

Timber, cottonwood, Russian olive and saltcedar near Chinle Wash;
undergrowth, scattered brush and native grasses.

From the cor. of secs. 17, 18, 19, and 20.

N. 0°03' W., bet, secs. 17 and 18.

Over rolling land.

15.90 Trail road, bears E. and W.

4G.00 Point for the 1/4 sec. cor. of secs. 17 and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
1/4
s18 | 517
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

80.00 Point for the cor. of secs. 7, 8, 17, and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mid.
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CHAINS

40.00

80.00

T33N R26E
7|58

518 | 817
1998
heneath the stainless steel post.
Land, rolling.

Soil, sandy and rocky clay.
No timber; scattered brush and native grasses.

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case

From the cor. of secs. 8, 9, 16, and 17,

West, bet. secs. 8 and 17,

Over rolling land.

Point for the 1/4 sec. cor. of secs. 8 and 17.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd,.

T33H R26E
58
1/4 —
517
1998

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

The cor. of secs. 7, B, 17, and 18.
Land, rolling.

Soil, sandy and rocky clay.
No timber: scattered brush and native grasses.

West, bet. secs. 7 and 18.
Over rolling land, on gradual descent into Chinle Valley.
Point for the 1/4 sec. cor. of secs. 7 and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with hrass cap mkd.
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CHAINS
T33N R26E
57
1/ —
518
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post. :
62.50 Right bank of Chinle Wash, 10 ft. high, bears SSE and NNW.
7%.65 The cor. of secs. 7, 12, 13, and 18, on the W. Ixdy. of the Tp.,
mommented with a magnet ina 1 x 1 x 2 ins. white colored
plastic case, set and witnessed as described in the field notes
of the survey of the east boundary, T. 33 N., R. 25 E., executed
concurrently under this same group.
Cor. is located in the middle channel of Chinle Wash, 66 ft.
wide, 3 ft. deep, drains N.
Land, rolling to nearly level.
Soil, sand and sandy clay.
Timber, cottonwood, Russian olive and saltcedar; undergrowth,
scattered brush and native grasses.
From the cor. of secs. 7, 8, 17, and 18,
N. 0°03’ W., bet. secs. 7 and 8.
Over rolling land.
40.00 Point for the 1/4 sec. cor. of secs. 7 and 3.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N R26E
1/4
87 | 38
1998
Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
From this cor. peoint, third order Naticnal Geodetlc Survey
triangulation station "VALLEY 1949", bears N. 72°47.1' E.,
22.898 chs. dist., monumented with a standard U. S. Geological
Survey Benchmark tablet, 3 1/2 ins. diam., cemented flush with
sandstone bedrock, with top mkd. VALLEY 1949 and a triangle.
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Thence over rolling and broken land.
80.00 Point for the cor. of secs. 5, 6, 7, and 8.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
16 ins. in the ground to sandstone bedrock, in a mound of stone,
3 f£t. bhase, to top, with brass cap mkd.

T33N R26E
S6 | 55

5788
1958

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Land, rolling and broken.
Soll, sandy and rocky clay.
No timber; scattered brush and native grasses.

From the cor. of secs. 4, 5, 8, and 9,

West, bet. secs. § and 8.

Over rolling and breken land.

40.00 Point for the 1/4 sec. cor. of secs. 5 and 8.

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.

T33N R26E
S5
1/4 —
S 8
1598

Deposit a magnet ina 1 x 1 x 2 ins. white colored plastic case
beneath the stalnless steel post.

280.0Q The cor. of secs. 5, 6, 7, and 8.
Land, rolling and broken.

So0il, sandy and rocky clay.
No timber: scattered brush and native grasses.

West, bet. secs. 6 and 7,
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Survey of the Subdivistonal Lines,
T. 33 N., R, 26 E., Gila and Salt River Meridian, Arizona

CHAINS

Over nearly level land in Chinle Valley.

11.45 An iron water well casing at Hard Spring, 5 ins. diam.,
projecting 12 ins. above ground, bears North, 10.05 chs. dist.

39.62 Barbed wire fence, 5 strands, bears NE and SW, on NW edge of a
cultivated field.

40.00 Point for the 1/4 sec. cor. of secs. 6 and 7.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.

T33N R26E
56
1/4 —
57
1999

Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.

Cor. is located ln a frequently flooded area.
61.70 Right bank of Chinle Wash, 12 ft. high, bears N. and S.

79.56 The cor. of secs. 1, 6, 7, and 12, on the W. bdy. of the Tp.,
monumented with a magnet ina 1 x 1 x 2 ins. white colored
plastic case, set and witnessed as described in the field notes
of the survey of the east boundary, T. 33 N., R. 25 E., executed
concurrently umndder this same group.

Cor. is located in Chinle Wash, 1.50 chs. E. of the left bank, 5
ft. high, bears N. and 5.

Land, nearly level.

S¢il, sand and sandy clay.

Timber, cottonwood, Russian olive and saltcedar near Chinle Wash;
undergrowth, scattered brush and native grasses.

From the cor. of secs. 5, 6, 7, and 8.
N. 0°03" W., bet. secs. 5 and 6,

Over rolling and broken land.

4,40 Trail road, bears E. and W.

40.00 Point for the 1/4 sec. cor. of secs, S and 6.
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Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
26 ins. in the ground, with brass cap mkd.
T33N H26E
1/4
56 |85
1998
Deposit a magnet in a 1 x 1 x 2 ins. white colored plastic case
beneath the stainless steel post.
79.59 The cor. of secs. 5, 6, 31, and 32, on the N. bdy. of the Tp.,

hereinbefore described.

Land, rolling and broken.
Seil, sandy and rocky clay.
No timber; scattered brush and native grasses.

GENERAI, DESCRIPTION

The area surveyed is located about 6 miles north of the commmity
of Chinle, Arizona. The terrain is mostly reolling and broken
with sandstone ridges and canyons in the eastern portion. The
west boundary of the township is in Chinle Valley along Chinle
Wash, which is the main drainage and drains northerly. The other
washes in the township drain westerly, with Sheep Dip Creek being
the most significant.

The elevation varies from 5360 to 6200 feet above sea level. The
seil is mostly sandy amd rocky clay, with some sandstone outcrops
in the eastern portion of the township. Timber is primarily
pifion, juniper and Gambel’s oak in the eastern portion of the
township; and cottonwood, Russian olive and saltcedar along
Chinle Wash. The rest of the township is vegetated with
scattered brush and native grasses.

The principal access to the township is Navajo Route 8086, which
enters in section 32 and exits in section 4. There are numerous
other graded and trail roads throughout the township. Much of
the area is used for grazing livestock. There is no mining
activity in the township.

The mean magnetic declination is 12 1/4° E, as derived from the
United States Geological Survey computer program GEOMAGIX
utilizing the Regional Magnetic Field Model for Epoch 1995 for
the dates of survey.
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CERTIFICATE OF SURVEY

I, Leonard R. Sandoval, Cadastral Surveyor, HEREBY CERTIFY upon honor that, in
pursuance of Special Instructions bearing date of the 17th day of February, 1998, I
have surveyed the east amd north boundaries, and the subdivisional lines, Township 323
North, Range 26 East, of the Gila and Salt River Meridian, in the state of Arizona,
which are represented in the foregeing field notes as having been executed by me and
under my direction; and that sald survey has been made in strict conformity with said
special instructions, the Manual of Instructions for the Survey of the Public lands
of the United States, 1973, and in specific manner described in the foregoing field
notes.

May 23, 2000 Q%WA—AWW

{Date) / (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Arizona State Qffice
Pheoenix, Arizona

The foregoing field notes of survey of the east and north boundaries, and the
subdivisional lines, Township 33 North, Range 26 East, Gila and Salt River Meridian,
Arizona, executed by Leonard R. Sandoval, Cadastral Surveyor, having been critically
examined and found correct, are hereby approved.

| So00 At E@-’m

te) { iet'cqhastral Surveyor of Arizona)

=
L

I CERTIEFY that t ing transcript of the field notes of the above-described
surveys in T. 33 N., R. 26 EX and Salt River Meridian, Arizona, ls a true copy
of the original field notes.




